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(57) ABSTRACT

A track brake for a rail vehicle has a plurality of elongated
brake shoes affixed at intervals one behind the other to a
continuous brake beam. The brake shoes have inserts incor-
porated in recesses inside their braking surfaces. The inserts
are made of a friction-generating material that is resistant to
temperatures under the braking load.

6 Claims, 2 Drawing Sheets
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1
TRACK BRAKE FOR RAIL VEHICLES

BACKGROUND OF THE INVENTION
Field of the Invention

The invention relates to a track brake for rail vehicles,
which includes a plurality of brake shoes affixed onto a con-
tinuous brake beam and spaced apart longitudinally one
behind the other.

A track brake of this type is known, for example, from GB
1482999. It comprises a plurality of elongated brake shoes,
affixed onto a continuous brake beam and spaced apart one
behind another, which are short in length compared to the
length of the brake beam and where the brake shoes are bolted
to the brake beam by means of a vibration-damping interme-
diate shim.

CH 634514 discloses how brake shoes can be constructed
for the purpose of noise reduction as sandwiched segments,
whereby an intermediate shim made of another material, for
example of non-ferrous metal, sintered metal or a ceramic, is
provided between an upper part and a lower part made of
steel.

DE 10 2005 054 832 B3 describes brake shoes, affixed one
behind another in the longitudinal direction of the brake
beam, with braking surfaces which are arranged at different
heights for improved sound damping.

DE 3930332 Al describes brake beams having chambers
which are open at their sides, in which are accommodated
brake shoes in the form of projecting wearing elements made
of a material which dampens the brake noise. Each of the
wearing elements is accommodated in pockets made of a
vibration damping material, and is fixed in them by means of
bolts.

BRIEF SUMMARY OF THE INVENTION

In contrast, the objective of the present invention is to
achieve in another way a considerable reduction of the brake
noise, caused by vibrations during a braking operation, while
atthe same time making possible an increase in the coefficient
of friction and hence improved braking performance.

This objective is achieved by a track brakeas claimed.

Here, an important consideration in the solution relates to
the choice of material for the brake shoes, which can consist
of steel or cast iron with a spheroidal graphite structure, and
of'a special material for the inserts introduced into said brake
shoes, which when subject to the braking load is thermally
stable and produces abraded matter. The vibration of the rail
wheel is damped in addition by the abraded matter, which is
present in powder form as fine abraded particles, so that the
very disruptive high-frequency screeching noises, in particu-
lar, are minimized. The abraded matter produced on the brak-
ing surface of the brake shoes while they are being pressed
against the applicable face of the rail wheel during braking
additionally results in an increase in the coefficient of friction
for this braking operation, with the associated effect of an
increase in the braking performance in the case of the inven-
tive track brake.

Because the brake shoes are affixed in brake beams, which
can be exchanged in the known manner, the replacement of
brake shoes which are worn down does not take much time.

In accordance with one particular embodiment of the
present invention, which provides that the inserts are arranged
with height offsets relative to one another at right angles to the
longitudinal direction of the brake beam, the noise damping is
yet further improved, because this counteracts even more
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effectively the vibrations of the rail wheels in the plane ofthe
wheel. This also ensures a uniformly good supply of abraded
material to the braking surfaces.

In accordance with another variant, it is inventively pro-
posed that the inserts are arranged with regular height offsets,
e.g. in an undulating or serpentine form. A distribution in a
wavy form, e.g. in the nature of a typical sine wave, has here
led to particularly advantageous results in practice.

An embodiment of the invention which is particularly suit-
able in practice is if the inserts consist of a sintered ceramic,
in which case they can advantageously be processed in the
form of cylindrical pins. However, suitable inserts can also be
in other shapes.

For the purpose of affixing said inserts, provision is made
in accordance with the invention that the inserts are solid
bodies which are pressed into blind holes, or depressions of a
similar type, within the braking surface.

For one practical exemplary embodiment, good results
were achieved for the sound damping by means of brake
beams of up to 10 m in length with a length of brake shoe of
between 0.4 and 1.5 m. In this case, inserts made of a sintered
ceramic in the form of cylindrical pins with a diameter range
of' up to 26 mm were pressed into the brake shoes.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWING

An exemplary embodiment of the invention is explained
below by reference to the drawing, in which

FIG. 1 shows a track brake with brake beams arranged on
both sides of the rail wheel, as a vertical section through the
rail,

FIG. 2 shows a plan view of the section of a brake beam and

FIG. 3 shows a brake beam, seen as a side view onto the
braking surface.

DESCRIPTION OF THE INVENTION

As shown in FIG. 1, a rail 3 is affixed onto a track sleeper
1 of atrack bed 2. On the rail 3 runs a rail wheel 4, against the
face 6 of which is pressed a brake beam 5 of atrack brake. The
means of applying the pressure, which could be mechanical
spring assemblies, hydraulically or pneumatically actuated
cylinders or the like, are not shown in the drawing.

Brake shoes 10 are attached, by means of threaded bolts 14
so that they can be exchanged, to a brake beam 5 on the side
of it which faces the rail wheel, with an intermediate shim 13
made of a vibration damping material being inserted between
the brake shoes 10 and the facing side of the brake beam 5.

Each of the brake shoes 10 is a forged shaped body made of
steel or a cast body, with a base piece 9 which serves to attach
it, and a collar-piece 8 formed at the top of it into which are
pressed inserts in the form of cylindrical pins 7 made of a
sintered ceramic. The inserts 7 are pressed into depressions
15.

FIG. 2 shows a plan view of a longitudinal section of a
brake beam 5, with four brake shoes 10 arranged one behind
the other, which are bolted to the brake beam 5 through the
intermediate shim 13 made of vibration damping material.

FIG. 3 shows an enlarged side view of a section of a brake
beam 5 with two brake shoes 10 affixed one behind the other
by means of threaded bolts 14, looking towards its brake
surface. This is made up of the matrix material, e.g. in the
form of a cast body made of spheroidal graphite, with cylin-
drical pins 7 of a sintered ceramic pressed into it.
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The pins 7 are arranged with a height offset relative to one
other, so that their center points describe a planar undulating
form.

The invention claimed is:

1. A track brake for a rail vehicle, comprising: 5

a continuous brake beam;

a plurality of elongated brake shoes affixed on said con-
tinuous brake beam and spaced apart one behind
another, said brake shoes having a brake surface formed
with depressions; 10

inserts disposed in said depressions within said brake sur-
faces of said brake shoes, said inserts being arranged
with height level offsets relative to one another perpen-
dicular to a longitudinal direction of said brake beam,
and said inserts being formed of a material that, undera 15
braking load for braking the rail vehicle, is thermally
stable and produces abraded matter.

2. The track brake according to claim 1, wherein said
height level offsets between said inserts are regular height
offsets. 20

3. The track brake according to claim 2, wherein said
inserts are arranged in an undulating or serpentine form along
the longitudinal direction of said brake beam.

4. The track brake according to claim 1, wherein said
inserts consist of a sintered ceramic. 25
5. The track brake according to claim 1, wherein said
inserts are solid bodies pressed into said depressions accom-

modating them.

6. The track brake according to claim 1, wherein said
inserts consist of cylindrical pins pressed into blind bores 30
formed into said braking surface.
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